IN THE SPECMCATION : 

Please amend the specification as follows: 
Two paragraphs beginning at line 12 of page 10: 

Fig. 3 is a diagram illustrating the screen of a resource downloader according to 
this embodiment. This is a user interface screen for a case where a color profile is loaded into 
the printer. In response to a download button 301 being clicked by the user, color profile data 
being specified on a screen 302 30^- shown in Fig. 3 is added on. More specifically, if the color 
profile data is inside the printer, it is left as is regardless of the indication on the screen 302; if 
the color profile data indicated on the screen 302 is not inside the printer, it is loaded into the 
printer. It should be noted that although a color profile is displayed as a "Profile" or "PROFILE", 
etc., on the screen, these are identical in meaning. 

A difference in processing between Figs. 2 and 3 gives rise to a difference in the 
way printer resources sources are used. Specifically, if a font or form differs from printer to 
printer in a network environment in which print data is sent from various personal computers to 
various printers, there are cases where this will lead to garbling of characters, data error and print 
malfunction if the data is superfluous data. On the other hand, color profile data is data that is 
necessary in order to perform color matching. If color profile data of a display (monitor) being 
used by any personal computer is not inside a printer, color matching cannot be performed but 
the fact that the data is superfluous does not matter. That is, as seen from any user, it will suffice 
if color profile data for this user is present within the printer used by this user; whatever else is 
inside this printer does not matter to the user. However, fonts and forms must be the same in all 
printers used by all users who share at least the same document. 
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Two paragraphs beginning at line 22 of page 13: 

Fig. 5 shows a screen associated with the processing (step S401 in Fig. 4) for 
creating a device group. A screen 501 in Fig. 5 displays types of resources in accordance with a 
table of resource types, described later. An area 502 is for entering the name of the device group. 
The device group is created by selecting the type of resource from the display screen 501, 
entering the name of the group in the area 502 and then clicking an "OK" button 503. 

Fig. 6 shows a screen associated with the processing (step S402 in Fig. 4) for 
registering a device group. A list display screen 601 in Fig. 6 is for displaying a list of devices 
that are on the same subnet. One or more printers of interest are selected from this list. Printers 
listed up are capable of having resources, which were specified when the device group was 
created, loaded therein. In this embodiment, registration is also possible by entering an IP 
address 602. 
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